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Instructions for replacement of rubber seal 91104002 

Estimated working time:  10 min, for each door leaf 

Necessary tools: PZ-1 Screwdriver 

  5% Soapy water  

  Stanley knife 

Replacement kit: Ferro – XXXXXXXXX For one door leaf 

  Contains 2 pc. of rubber seals (2100 mm) and 4 pc. M3x12mm. 

 

 
Place the door leaf on a steady support in correct 
working height 

 
Each door leaf has two (2) rubber seal mounted 
with four (4) screws 

 
1.  Dismount the screws on the bottom of the door 
and in the top of the door, 4 pc. total 
Tools: PZ-1 screwdriver  

 
2. Pull out the old rubber seal. 
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3. Spay the aluminum profile with soapy water   
 

 
 

 
4. Pull the new rubber seal in the aluminum profile 
starting from the bottom of the profile. 
Note: Start with the end of the rubber seal, wich has 
a part of the profile cut off. 
 

 
5. Holes in rubber seal must be at same “height” as 
the screw holes in the profile.  

 
When the rubber seal is correct mounted it will be 
approx. 25 mm to long in each end 

 
6. Mount the new screws in the top and the bottom 
of the door. Tools: PZ-1 screwdriver 
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7. Cut off the rubber seal in line with the aluminum 
profile 

 
Note: Screws must be mounted before cot off!!! 

 

Instructions for replacement of rubber in train 

Push down the Emergency stop, to release the 
doors. 
 

Each door leaf has two (2) rubber seal mounted 
with four (4) screws 

 
1. Dismount the screws on the bottom of the door 
and in the top of the door, 4 pc. total 
Tools: PZ-1 screwdriver  

 
2. Pull out the old rubber seal. 

3. Spay the aluminum profile with soapy water   
 

4.Start from the top of the profile 
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5. Stretch the rubber seal and push the seal in to 
the guide in the aluminum profile 

 
6. Repeat stretching and pushing until the full 
length of the profile I mounted in the aluminum 
profile. 

7. Aligne the holes in the rubber withe the holes in 
the aluminum profile before mounting the screws. 
 
NOTE: Do not shorten the length of the rubber and 
the pre drilled holes for the screws. 

8. Mount the new screws in the top and the bottom 
of the door. Tools: PZ-1 screwdriver 
 

 


